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|, THE INTERSECTION SHALL BE DARK PRIOR TO ACTUATION.
2. THE INTERSECTION IS ACTUATED BY THE MILITARY

POLICE IN THE GUARDHOUSE.
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PHASING NOTES

|. PHASES ASSOCIATED BY A SOLID LINE WILL NOT
OPERATE CONCURRENTLY.

2.PHASES ASSOCIATED BY A DASHED LINE WILL.
OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

. REMOVE EXISTING PEDESTAL POLE, BASE, SIGNALS AND SIGN.DISCONNECT

SERVICE AND REMOVE FOUNDATION 12" BELOW GRADE.

. USE EXISTING HANDHOLE, INSTALL GROUND ROD AS INDICATED ON WIRING DIAGRAM.

. USE EXISTING CONDUIT,REMOVE OLD CABLE AND INSTALL NEW ELECTRICAL CABLE.
. DISCONNECT SERVICE, CAP AND ABANDON.

. INSTALL MAST ARM STRUCTURE 50' MAST ARM, (CUT TO 40') SIGNAL HEADS AND SIGN(I - 2" 90°-PVC BEND).

INSTALL 2" ELECTRICAL CONDUIT SCHEDULE 80-TRENCHED.

_INSTALL 6% 30' QUADRUPLE LOOP DETECTOR(3-6-3).

USE EXISTING CONTROLLER AND CABINET TO ADDRESS REVISION A.ALL CABLES
ARE TO BE INSTALLED LABELED AND READY FOR THE SIGNAL SHOP

EXISTING CONDUIT TO GUARD HOUSE SHALL BE MAINTAINED.

EXISTING TOGGLE SWITCH FOR THE MILITARY POLICE TO ACTUATE NEW SIGNAL.
EXISTING SERVICE TO BE MAINTAINED.

"EXISTING STOP SIGN WILL REMAIN DUE TO THE PART TIME OPERATION OF THE SIGNAL.
INSTALL ELECTRICAL HANDHOLE.

INSTALL 3" ELECTRICAL CONDUIT PVC SCHEDULE 80-BORED.

INSTALL 16" STOP LINE PAVEMENT MARKING TAPE.

INSTALL 24" STOP LINE PAVEMENT MARKING TAPE.

INSTALL " ELECTRICAL CONDUIT GALVANIZED SLEEVE.

INSTALL 6" SOLID WHITE LINE PAVEMENT MARKING TAPE .

INSTALL 6" SOLID YELLOW LINE PAVEMENT MARKING TAPE WITH 6" HATCH LINES-IO'APART.

INSTALL MAST ARM STRUCTURE, TWIN 50" MAST ARMS,
SIGNAL HEADS AND SIGNS, STREET LIGHTING (I - 2"90°PVC BEND).

V. INSTALL MAST ARM STRUCTURE, 50' MAST ARM, SIGNAL HEADS AND SIGN, STREET LIGHTING

(1 -2"-90PVC BEND).
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" INDICATES DELAY OUTPUT DETECTOR.

2.LOOP DETECTORS AND CONDUIT SHALL BE INSTALLED
PRIOR TO THE PAVEMENT MARKINGS.
THE FENCE LINE IS THE S.HA RIGHT-OF-WAY LINE.
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REVISIONS | APPROVALS

ORIGINAL

_FIND AND RAISE EXISTING HANDHOLE TO GRADE (REBUILD IF NECESSARY). =
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